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Veterans Affairs Medical Center

Renovate Steam System - Phase
Project Number 636-12-110

2201 Broadwell Avenue
Grand Island, Nebraska 68803

GENERAL ARCHITECTURAL NOTES: Index of Drawings:

. THE CONTRACTOR SHALL INSPECT THE SITE, STUDY EXISTING CONDITIONS, REVIEW
DRANINGS AND SPECIFICATIONS.
2. CONTRACTOR SHALL ADJUST FOR ACTUAL FIELD CONDITIONS AT NO ADDITIONAL EXPENSE

3. MWZ._._.T_Mm)MﬂMWWWIkur TAKE ALL MEASUREMENTS FOR THE WORK AND BE RESPONSIBLE FOR DEQ Um >E_ZQ ZO. Dm >E_ZQ I_I_I_I_Im

SAME. COORDINATE THE WORK AND SHOP DRANINES WITH ALL OTHER TRADES AFFECTED
AND MAKE ANY NECESSARY OFFSETS TO CONCEAL

PIPING AND DUCTWORK AND TO CLEAR EQUIPMENT, STRUCTURAL MEMBERS AND OTHER
OBSTRUCTIONS.

% ERMBSION 16 CTHERWISE  SRANTED BY THE ONKER. TEVEORARY ALTERATIONS AND 1of 12 GIOO1 GENERAL INFORMATION - COVER SHEET
SERVICES, ARE MAINTANED WITH MNIMOM NTERRUPTION. SCHEDULE AL 2 of 12 G1002 GENERAL INFORMATION - LEGEND AND ABBREVIATIONS

ELECTRICAL/MECHANICAL OUTAGES 7 DAYS IN ADVANCE WITH THE ONWNER.

5. PROTECT ALL WORK, MATERIALS AND EQUIPMENT. CAP OR PLUS TEMPORARY OFPENINGS.
DELIVER ALL WORK TO THE
ONNER CLEAN AND IN GOOD CONDITION.

* KEPTCLEAR oF DEBRIS, o Conoone P EERIOR ARERS EnA PR 3 of 12 /AS-1 ARCHITECTURAL - DEMOLITION AND FLOOR PLANS

CUTTING AND PATCHING OF EXISTING WALLS, FLOORS OR CEILINGS REQUIRED BY NEW
WORK SHALL INCLUDED AS WORK PROVIDED UNDER THIS CONTRACT.
T. CUTTING SHALL BE DONE WITH CARE SO AS NOT TO DAMAGE EXISTING EQUIPMENT,
CONNECTIONS, CONTROLS, ETC. DAMAGE CAUSED BY SUCH CUTTING SHALL BE REPLACED
OR REPAIRED TO ORIGINAL CONDITION BY CONTRACTOR AT h O.q .

2 /MD101 MECHANICAL - FIRST FLOOR DEMOLITION PLAN
2 /MP101 MECHANICAL - FIRST FLOOR PLAN
1. .__.UImmK%M._.ﬁ»ﬂm.wﬂ Mﬁmﬂﬂh@ﬂ\kﬂ_ww ._”)mno\na._.._.Om-N Om.._ zm%_..mhu_um.w_oozﬂ AS NECESSARY TO m O.q 1 N NKTNOA zmo | >Z O> o mmoq_ozm "
e M e L Sr 2 A0 PALLS ShiiL /7 of 12 /MS01 MECHANICAL - DETAILS AND SCHEDULES
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NO COST TO THE OWNER.
&. ALL MATERIALS AND EQUIPMENT SHALL BE NEW, OF THE BEST QUALITY AND FREE FROM

DEFECTS. m ._“ .
9. MANUFACTURER AND MODEL NUMBERS SPECIFIED ESTABLISH THE TYPE AND QUALITY O
REQUIRED.
10. ALL WORK SHALL COMPLY WITH APPLICABLE REGULATIONS, CODES AND ORDINANCES.

o
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RESULTING FROM WORK UNDER m O._“ 1
THIS CONTRACT AND SHALL RESTORE SUCH TO ITS ORIGINAL CONDITION.
I4. INSTALL THE SPECIFIED FIRE STOPPING (SLEEVES, WRAP, CONDUIT, ETC.) AT RATED

I3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING MATERIALS N—Smok_ zmo ] >Z O> | - m _ Im>§ wo__lmm 1_I>Z|_| T_T_ZQ U_>Qm>—<_

WOZW.__.MCNOM..".WW ALL PENETRATIONS WHERE NEW DEVICES/LINES RELOCATING EXISTING @ O.q .. szom §m0|>z O>I - mo__lmm T_IOE D_>Qm>§ : : : |
o e B ST el S S o e 10 of 12 7M603 MECHANICAL - NATURAL GAS, LP GAS AND FUEL OIL BOLER BILOIS )

PENETRATE FLOOR, CEILINES AND OTHER RATED BARRIERS. _H_ _H_ _H_
I15. WHEN ALTERING THE BUILDING, IF STRUCTURAL INTEGRITY APPEARS TO BE IN QUESTION : : :
CONTRACTOR SHALL NOTIFY ONNER AND ARCHITECT IMMEDIATELY. ﬂ—IOE U_ >Q m >§
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HAZARDOUS MATERIAL: flof12  7EDIO1 ELECTRICAL - FIRST FLOOR DEMOLITION PLAN

A. SEE ONNER FOR HAZARDOUS MATERIAL REPORT.

B. IF THE CONTRACTOR ENCOUNTERS MATERIAL THAT COULD BE HAZARDOUS, THE CONTRACTOR L_N O._" ._N NmTL_OL_ m_lmo _ I_O>_| = _H__nwmn_| _H_IOO_HW T_I>Z

SHALL STOP WORK AND NOTIFY THE OWNER IMMEDIATELY FOR DIRECTION.

DESIEN STANDARDS:

YA DESIGN DIRECTIVES AND GUIDELEINES

INTERNATIONAL BUILDING CODE, 2012
NFPA 10I, LIFE SAFETY CODE, 2012
NFPA NATIONAL FIRE CODES
NATIONAL ELECTRICAL CODE

NATIONAL STANDARD PLUMBING CODE
NOTE: ALL EXISTING FACILITIES INCLUDING BUT
ARCHITECTURAL BARIIERS ACT ACCESSIBILITY STANDARDS (ABAAS) NOT LIMITED TO THE FOLLOWING SIDENALKS, 1 I

AND VA SUPPLEMENT BARRIER FREE DESIGN GUIDE DRIVES, 6RASS, PLANTINGS INSIDE OR OUTSIDE
THE WORK AREA SHALL BE RE-ESTABLISHED AND

OR CONSTRUCTED TO THEIR ORIGINAL CONDITION.
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